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3. Discooiwct tha unit vrttti Uia auapaclad capacitor 
from the pmvar outlet. 

4. Coonact ttaa teat kada acroaa the capau:ltar to te 

5. For the Opaa teat, place Uk OPEN-SHOBT awilch 
In the OPFN poaition. Puah the TEST saritcb. U the 
eye remaina open, the capacitor ia open. If the eye 
cloaca, even partially for capadtora lean than 20 

«. For the Short teat, place the OPEN-SHOBT iiritch 
is the SHORT poaition. Puah the TEST aaritch. If the 
eye remaina open the capacitor ia ahorted. If the eye 
cloaee, even partially for big capacitora with email 
reatatora to parallel, the capacitca* ia not ahorted. 



CIRCUiT DESCRIPTION 


SEf FIGURE 10. 


lator oo a freoueocy of approxiinately 20 roc L-2 ia a 
coupling coi] from the oadllator. The circuit of C-5, 
C-O, L-3 and the Teat Cable ia dea^ned to appear to 
L,-2 aa a quarter-wave Use. Thta circuit uaes a charac- 
teriatlc of a quarter-wave line; that la, as open circuit 
on one end (auch aa an open capacitor) appeara aa a 

open circuit <m the other end. A good capacitor con¬ 
nected to the teat leada refiacta as opes circuit to the 
juDctkn of E-2 and CR-2, wbkh tn turn preaenta a 
voltage for CR-2 to rectify. Therefore, when the teat 
awitch ia ckwed, a negativa voltage ia appUed to the 
grid U V-1 caualBg the eye to cloea. 


In the abort tent dreult, if the taat leada are con¬ 
nected to a good capacitor, the AC voltage from the 
fUament winding of T-1 appeara at the grid of V-1 
causing the magic eye tube to close. If the test leada 
are connected to a ahorted capacitor, the AC voltage 
from the fUamest winding of T-l la shorted acroaa 
R-l, and no vdUge appears at the grid of V-1. This 


SERVICE HINTS 

If you have followed all ^ the Inatnictiona and dla- 
grama cnrefuUy. your KNIGHT Capacitor Checker 
should operate properly. 

If the unit does not function well, recheck all the 
wiring carefully. Meat difflcultiet are the result of 
incorrect wiring. Often It la helpful to hnve the wiring 

radio, TV, or amauur radio asoeritnee. If a tube does 
not light up and you are quits sure wiring on Its 

socket la correct- the fllajiMnt may be open. Replace 

the lube with a new one of the aame type. 


AlUEO-S SERVICE FACIUTIES 

In Uw event that the kit does not operate properly, 
we recommend the following; 


Pkaae write our Kit Department with fuU details 
end Include the stock number and the dnte of purebaea 
of the klL We may be able to determine any wiring 


This wired KNIGHT kit may be returned tor Lnepec- 
Uon within 1 year after purchase for a special service 
charge of *2.50. Parts within the standard RBTUA 
»0-day warranty period will be replaced without 
charge for the pa^. An nddltionaJ charge wUl be 
made for parts damaged in construction op because 

90-day warranty period. After the one yew period, 
eervice chargee, plus cost of parte, are baaed on the 
length of time required to repair the unit. 

PLEASE NOTE, KITS WIRED WITH ACID CORE SOLDER 
OR ACID FLUX ARE NOT ELIGIBLE FOR REPAIR OR 
SERVICE AND WILL BE RETURNED NOT REPAIRED 
AT TOUR EXPENSE. 


The KNIGHT Capacitor Checker uses two different AlUed'a facUlUea primarily provide an Inepectiwi 

ba^c circuits to test capecitors for shorts and opens. trouble-abooting service. Kits not completed 


Hanley oadl- 
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